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A.3.10 Modem to User, HSSI 1:1 ‘Y’ Splitter Cable, (2X) HD-50M  HD-50F 

 
Figure A-16. User Data HSSI ‘Y’ Splitter Cable (CEFD P/N PP/SC3523) 
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A.3.11 Modem to User, OC-3 Single-Mode OR Multi-Mode Cable Assemblies, SC  (2X) SC 

 

 
CEFD P/N Description Comments 

PP/CPS2A12501 Cable Assy – RoHS-Compliant, Optical Coupler, 7’, SC/UPC Connectors For CDM-700 Single-Mode OC-3 Interface 
Cables are YELLOW 

PP/CPM6A1250 Cable Assy – RoHS-Compliant, Optical Coupler, 7’, SC/UPC Connectors For CDM-700 Multi-Mode OC-3 Interface 
Cables are ORANGE 

 
 

Figure A-17. User Data OC-3 Cable Assembly (See Table for CEFD P/N) 
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A.3.12 Modem to User, Optical Gigabit Ethernet Single-Mode OR Multi-Mode Cable Assemblies, (2X) LC 
 (4X) LC 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

Figure A-18. User Data Optical Gigabit Ethernet Cable Assembly (See Table for CEFD P/N) 
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A.3.13 Modem to User, Quad E1 Adapter Cable Kit (KT-0000122) 

 
 

 

KT-0000122 Quad E1 Balanced/Unbalanced Adapter Kit 
QTY CEFD P/N DESCRIPTION 

1 CA-0000347 Y-Cable Assembly, DB-9M  2X RJ-48 Male 
2 502-0532-001 Bolun Adapter, 2X RJ-48 Female  2X BNC 75Ω Female 

       
CA-0000347 Connector Pinouts 

P1 PINOUTS J1/ J2 TYPICAL WIRE CHART 

P1 J1 J2 Twisted 
Pair Signal Function PIN WIRE COLOR 

5 1  X Port 1 or 3 Tx In + 1 WHITE / ORANGE STRIPE 
9 2  Port 1 or 3 Tx In - 2 ORANGE 
4 4  X Port 1 or 3 Rx In + 3 WHITE / GREEN STRIPE 
8 5  Port 1 or 3 Rx In - 4 BLUE 
7  1 X Port 2 or 4 Tx In + 5 WHITE / BLUE STRIPE 
2  2 Port 2 of 4 Tx In - 6 GREEN 
6  4 X Port 2 or 4 Rx In + 7 WHITE / BROWN STRIPE 
1  5 Port 2 or 4 Rx In - 8 BROWN 
3 3 3 – GND   

Figure A-19. User Data Quad E1 Adapter Cable Kit (CEFD P/N KT-0000122) 
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Notes: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



 

METRIC CONVERSIONS 
 

Units of Length 
 

Unit Centimeter Inch Foot Yard Mile Meter Kilometer Millimeter 

1 centimeter — 0.3937 0.03281 0.01094 6.214 x 10-6 0.01 — — 

1 inch 2.540 — 0.08333 0.2778 1.578 x 10-5 0.254 — 25.4 

1 foot 30.480 12.0 — 0.3333 1.893 x 10-4 0.3048 — — 

1 yard 91.44 36.0 3.0 — 5.679 x 10-4 0.9144 — — 

1 meter 100.0 39.37 3.281 1.094 6.214 x 10-4 — — — 

1 mile 1.609 x 105 6.336 x 104 5.280 x 103 1.760 x 103 — 1.609 x 103 1.609 — 

1 mm — 0.03937 — — — — — — 

1 kilometer — — — — 0.621 — — — 

 
 

Temperature Conversions 
 

 
 
 

 
 

Units of Weight 
 

Unit Gram Ounce 
Avoirdupois 

Ounce 
Troy 

Pound 
Avoirdupois 

Pound 
Troy Kilogram 

1 gram — 0.03527 0.03215 0.002205 0.002679 0.001 

1 oz. avoir. 28.35 — 0.9115 0.0625 0.07595 0.02835 

1 oz. troy 31.10 1.097 — 0.06857 0.08333 0.03110 

1 lb. avoir. 453.6 16.0 14.58 — 1.215 0.4536 

1 lb. Troy 373.2 13.17 12.0 0.8229 — 0.3732 

1 kilogram 1.0 x 103 35.27 32.15 2.205 2.679 — 

 

Temperature ° Fahrenheit ° Centigrade 

Water freezes 32 0 

Water boils 212 100 

Absolute 0 -459.69 -273.16 

Formulas 

° C = (F - 32) * 0.555 

° F = (C * 1.8) + 32 
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